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Description

Wall self-adhesive canvas 100% polyester 1:1 structure with white satin coating on one side. High stability against 
environmental influences, fast drying, brilliant colour reproduction, no reflections on the printed surface
Suitable for wall decoration. 
For medium-term use depending on the ink type.
For printing on printers utlising eco solvent inks, solvent inks, latex inks and UV curable inks

Composition

Fabric Base:			
Adhesive:			
Liner:				
Final Product:			
Weight:				
Peel 180o:
Method FTM1 (n/25mm):	

Dimensions:			
Roll Length:			

100% Polyester textile, 230g/m2  240µ, Satin white coating 
Acrylic UV hot melt, water and heat high resistance, 30g/m2 

Clay coated paper 80g/m2

Self adhesive 100% polyester textile, satin white coating 
340g/m2

After 20 min. 1,1 Newtons
After 4 hours. 1,1 Newtons
After 24 hours. 1,2 Newtons
1370mm
20m

Applications

Art prints and wall decoration

Laminating

We recommend protecting the printed surface when it is subjected to abrasion, moisture or other mechanical 
influences. In this case, we recommend protecting the image with an appropriate liquid lamination.

Storage

After printing we recommend removing the remaining roll from the printer and to keep the canvas in the original
packaging in a cool and dry environment.

Notes

Slight colour deviations can occur from production to production.


