
Item Data Unit Method

Yarn 300 x 500 Denier DIN60001

Net structure 18 x 12 Thread / inch DIN53853

Net Weight 65 g/m2 DIN53352

PVC Film Weight 375 g/m2 DIN53352

Product Weight 440 (±10) g/m2 DIN53352

Thickness 0.38 (±0.02) mm DIN53353

Product Width 0.914 ~ 5.00 m -

Tearing Strength
L 210

N/5cm DIN53353
W 240

Tensile Strength
L 550

N/5cm DIN53354
W 800

Elongation Value
L 15

% DIN53354
W 13

Peeling Strength 37 N/5cm DIN53357

Light Transmission 15 % ASTM D 1003

Temperature -30°C ~ +70°C °C DIN53372

Expired Time 6 ~ 12 months -

Flame Retardant Pass DIN75200

Anti-wicking without

Anti-frost without

Anti-mildew without

Acrylic lacquer without
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SPVCM is a matt frontlit printable media for indoor or outdoor use.  Its excellent printability allows for extremely clear and vivid 
images. Lightweight with high physical performance in peel, tensile and tear strength. Optimised for use on Solvent, Eco-solvent, 
UV curable inkjet printers.

SPVCM Print Media
Matt PVC Frontlit Banner Media
Description

Composition

Application
Ideal for printed banners, event flags, POP signs and more. 

Product Specifications

Media: 		  0.38mm thick 
		  440g/m²
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