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Heat Transfer Vinyl

®

I T.T.D. Application Tape

@ SPECIFICATIONS

s % Q 4x X
. . . Available in .
Composition Average Thickness Carrier 4 versions Certifications

TTD Advanced (low tack)

adgéséive 75-80* microns Silicon paper :[I; ::jltgie:r:;r: tt:cclj;) 1905%\8';;/&
TTD Special (high tack)*
B TO BE USED WITH
Product TTD Advanced (low tack) ~ TTD Easy (medium tack)  TTD Evolution (high tack) ~ TTD Special (high tack)
COLORPRINT® OK OK OK
COLORPRINT® EXTRA OK OK OK
COLORPRINT® NEW M OK OK
COLORPRINT® PU OK OK
COLORPRINT® PU EXTRA OK OK
EASY SUBLI® OK
HI-5 PRINT OK OK
SOFT PRINT COLOR OK
SUBLITHIN MATT LT OK OK

NOTE: We highly recommend to perform a test before launching a production.

®

APPLICATION INSTRUCTIONS

Remove the protective paper from T.T.D.

Apply the T.T.D. onto the printed logo, manually or using a laminator, avoiding air bubbles
Remove the backing of the digital, printed media

Heat apply following the instructions of the digital media

Remove T.T.D. according the given instructions for the product in use..
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